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Hager Catalogue 2007 • Technical

KiloWatt Meters

Voltage input			   EC050	 EC051	 EC120	 EC121	 EC310	 EC320	 EC321

	 Working Voltage		  230V ~ ± 20%						    

	 Frequency		  50/60Hz ± 2Hz						    

	 Comsumption		  ≤ 7VA		  ≤ 15VA				  

Current Input								      

	 Measurement		  Single phase direct	 Single phase with CT	 Three phase with CTs		

	 Primary current		  32A		  100A		  80A	 1500A	

	 Secondary current		  -		  5A		  -	 5A	

Electrical Characteristics								      

	 IP rating		  IP40						    

	 Insulation		  Insulation class II						    

Accuracy								      

	 Class		  Class 1		  Class 2				  

Functional Characteristics								      

	 Direct reading:		  Unit = 0.1kWh						    

	 Display capacity		  99 999.9 digital				  

	 Instant consumption		  Flashing LED 10Wh						    

Pulse output								      

	 1 Pulse =		  -	 100Wh 	 100Wh		  100Wh duration 60ms	

				    duration	 duration

				    100ms	 15ms

Environment								      

	 Working temperature		  -5ºC to +45ºC						    

	 Storage temperature		  -20ºC to +70ºC						    

	 Relative humidity		  85% without condensation						    

Connection capacity									       

	 Flexible		  1 to 6mm²						    

	 Rigid		  1.5 to 10mm²						    

			   Installation: for connection with flexible wires, use ferrules					   
	

Size								      

	 Modlue width		  1 mod of 17.5mm	 3 mods of 17.5mm	 4 mods of 17.5mm	

	

Saving of measurment are made regularly in case of power failure								      




